
MSG 174 - RED FD12 MPFE DEACTIVATION PROCEDURE UPDATE 

END OF PAGE 1 OF 2, MSG 174 

Replace pg 1-14 in the JSC-HLS Experiment Ops Checklist with page 2 of this message. 1 
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  06/07/02 

NOTE 
The temp stowed FC cards and Ziplock Bag will be placed into 

TEHM and the temp stowed empty Card Tray 8 will be placed into 
AMS for landing 

 
 15. Retrieve Ziploc Bag for Card Tray 
  Remove Card Tray from AMS 
  Place Card Tray in Ziploc Bag and remove excess air 
  Remove temp stowed empty Card Tray (#F8) from Ziploc Bag 
  Insert empty Card Tray (#F8) in AMS 
  Close, secure AMS Incubator door with thumbscrews 
  Close, latch locker door   
 
 16. Retrieve temp stowed Ziploc Bag labeled FC Cards and empty Ziploc Bag 
AC09 (TEHM)  Open TEHM door 
  Stow in TEHM: 
   Previous Card Tray (FC Tray with Card Tray 8 cards) 
   FC Ziploc Bag  
   Empty Ziploc Bag 
  Close TEHM 
 
 17. Disconnect AMS Data Cable from: 
MPFE LECS   MPFE LECS (J2) 
   AMS RS–232 port 
AS07  Attach AMS RS–232 port cover 
 
 18. Stow: 
MF71E   AMS Data Cable 
   MPFE LECS (Thinkpad) 
MF57G   MPFE LECS DC PWR SPLY 
   MPFE LECS Power Cable 20 VDC 
 


